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Model Name ( ) CARR-AP1201T CARR-AP2602T-UV CARR-AP3602T-UV CARR-AP5102T-UV  

Coverage Area ( ) sq.m. 14 14-25 28-48 42-73

Power Supply ( ) 220V / 1Ph / 50Hz 220V / 1Ph / 50Hz 220V / 1Ph / 50Hz 220V / 1Ph / 50Hz

Power Consumption ( ) watt 30 20 30 60

CADR ( ) CMH 120 260 360 510

Noise Level ( ) (L-H) dBA 20-55 20-58 20-60 20-65

Motor Type ( ) AC motor DC motor DC motor DC motor

Mode Low / High / Auto / Sleep Low / Medium / High / Auto / Sleep Low / Medium / High / Auto / Sleep Low / Medium / High / Auto / Sleep

  1. Pre-filter   1. Pre-filter   1. Pre-filter   1. Pre-filter

  2. Efficient HEPA-11 filter   2. Efficient HEPA-11 filter   2. Efficient HEPA-11 filter   2. Efficient HEPA-11 filter 

  3. Ionizer   3. Activated carbon filter   3. Activated carbon filter   3. Activated carbon filter

-   4. Ionizer   4. Ionizer   4. Ionizer

Disinfection device ( ) - UVC + Photo-Catalyst Oxidation UVC + Photo-Catalyst Oxidation UVC + Photo-Catalyst Oxidation

Air Quality indicator ( ) Color display PM2.5 digital display PM2.5 digital display PM2.5 digital display

Safety Feature ( ) - Power CUT-OFF when Panel is opened Power CUT-OFF when Panel is opened Power CUT-OFF when Panel is opened

Dimension ( ) (HxWxD) mm. 310 x 225 x 225 526 x 346 x 173 628 x 410 x 210 710 x 460 x 230

Net Weight / Gross Weight ( ) kg. 2.5 / 3.3 5.2 / 6.5 7.2 / 8.8 9.7 / 11.4

Colour ( ) White ( ) White ( ) White ( ) White ( )

Filter ( )

specification


